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Industrial&Marine use greases 

CEPSA ARGA CASUX 
Calcium Sulfonate Complex Grease 

 

 
 
State-of-the-art and high performance grease, recommended for industrial, marine and off-road applications. 
Formulated with calcium sulfonate complex soap thickener which integrates antiwear and extreme pressure 
properties, besides excellent anti-corrosive characteristics. 
 

Applications 
o Perfect choice for very exigent applications due to their severe temperature, loads and humidity conditions: 

paper industry, mining, bearings in steel industry, etc. 
o Recommended also for its use in marine and off-road applications, due to its high water (fresh and salt) and 

wet environments resistance. 
o Good pumpability, which makes this product suitable for central lubrication systems. 

o Operating temperature: -20 to +140 ºC (max +180ºC) 
 

Performance 
o Extreme load carrying and shock loads capacity, getting shear stability and low friction that reduce 

temperature and extend equipment life. 
o High protection against corrosion and oxidation. 
o Excellent resistance to cold or hot water washing. 

o Great adherence, greasiness, lubricity and sealing performance.  
o Excellent thermal and mechanical stability. 

 

 
 DIN 51502: KP1.5N-20  ISO 12924: L-XB(F)DIB1.5 

 

 
 

CHRACTERISTIC UNITS METHOD CEPSA ARGA CASUX 

NLGI Consistency - ASTM D 217 1-2 

Colour - Visual Brown 

Soap type - - Calcium Sulfonate Complex 

Base oil 
Viscosity at 40ºC 

- 
cSt 

- 
ASTM D 7152 

Mineral 
390 

Dropping point ºC IP 396 >280 

Penetration 60 strokes 0,1 mm ISO 2137 290-320 

EMCOR salt water test - ISO 11007 < 1-1 

E.P. (Four-Ball), Weld Load Kg ASTM D 2596 620 

 
 

 
Health, safety and environmental information is provided for this product in the Materials Safety Data Sheet. This 

gives details of potential hazards, precautions and First Aid measures together with environmental effects and 
disposal of used products. 
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